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Textured Label Areas

High pressure injection molded,
two-piece compression heat-

welded base

Standard Duty Bulk Containers

Access Doors

Standard Duty Bulk Container Specifications:

All-plastic latches
are repairable

UPM-BC 4B44.5-34 with

open access door

Folded UPM-BC 4844.5-34

ToFill Height Trailer Trailer
Outside Dimensions Inside Dimensions Line Collapsed Weight Volume Qty* Qty*
| w H E w H (inches) (inches) (lbs) (cubic feet) (opened) (collapsed)

Model (inches) (inches) (inches) (inches) (inches) (inches)
UPM-BC 3230-25 320 30.0 250 295 275 19.3 18.5 12.6 50.0 87 240 540
UPM-BC 3230-34 320 30.0 340 295 275 283 275 12.6 62.0 12.9 180 540
UPM-BC 2444-25 445 24.0 250 41.0 210 19:2 18.4 12.5 66.0 91 208 468
UPM-BC 4840-34 480 40.0 340 45.0 370 279 27.3 136 106.2 26.3 90 240
UPM-BC 4840-39 48.0 40.0 39.0 45.0 37.0 S0 32.3 13.6 6.0 311 60 240
UPM-BC 4844.5-25 48.0 445 250 445 415 19.2 18.2 12.5 99.0 195 n2 252
UPM-BC 4844.5-27 48.0 44.5 27.0 44.5 41.5 21.2 20.2 12.5 102.0 21.5 nz 252
UPM-BC 4844 .5-33 480 44.5 320 445 41.5 272 26.0 205 n7.o 278 84 140
{Storage Bottom)
UPM-BC 4844.5-34 48.0 44.5 33.8 44.5 41.5 279 27.0 12.5 ns.0 289 B4 252
UPM-BC 4844 .5-42 480 44.5 41.8 445 415 359 35.0 20.5 136.5 374 56 140
{Extended Height with Callar System]
UPM-BC 4844.5-50 480 44.5 49.8 445 41.5 439 430 285 155.0 46.0 56 84
[Extended Height with Collar System)
UPM-TC 4840-2-IM 485 40.5 14 N/A N/A N/A N/A N/A 1n7 N/A N/A 3,540
UPM-TC 4845-3-IM-1l1 489 459 26 N/A N/A N/A | N/A N/A 141 N/A N/A 1,742

Call 812-937-3605

MADE IN AMERICA



